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TEAR

Tear

Tear, konik formlu ayak yapisi ve yuvarlak tablasiyla modern tasarim anlayisini minimal bir
durusla ¢calisma alanlarina yansitiyor. Katmanli tabla yapisi ve hatlari, yalin tasarimiyla
bitilinlesen ince detaylar olarak 6ne ¢ikiyor.

The conic foot structure and round shaped table top of Tear allows the table to reflect the modern
design approach to the working areas with a minimal stance. The layered tabletop structure and lines
stand out as fine details that integrate with its plain design.
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Olciiler

Dimensions

YUVARLAK TOPLANTI MASALARI/ROUND MEETING TABLES

Boy/Length:

1000-1200-1400-1600-1800 mm / 40-48-56-63-71 inch
Derinlik/Width:

1000-1100-1200-1400-1600-1800 mm / 40-44-48-56-63-71 inch
Yiikseklik/Height:

740 mm / 30 inch

TOPLANTI MASALARI/MEETING TABLES

Boy/Length:
2400-3000-3600-4200-4800-5600-6000-6600-7200-7800 mm /
95-119-142-166-189-221-237-260-284-308 inch
Derinlik/Width:

1000-1100-1200-1400-1600-1800 mm / 40-44-48-56-63-71 inch
Yiikseklik/Height:

740 mm / 30 inch
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Uriin Bilgileri

Product Information

MASA TABLASI/TABLE PANEL

Masa tablasi, 30 mm ahsap dogal kaplamalidir MDF’dir. Kenar cumbalarina wax iglemi
yapilmistir.

Table top is manufactured from natural wood coated on 30 mm MDF. Wax is applied at the
edges.

AYAKILEGS

Ayaklar, 2 mm sacdan biikiilerek ve kaynaklanarak elde edilmektedir. Alt taban icine
denge agirhgini saglamak icin kaynakh 10 mm sac plaka bulunmaktadir. Sac iizerine
dogal ahsap kaplanmaktadir.

Legs are produced from 2 mm metal sheet by bending technique and welded to each other.
Bottom layer of the leg has a inner plate produced from 10 mm metal sheet providing balance to
the table. Above the metal, 3 mm natural wood is coated.

AYAK- TABLA BAGLANTI/ LEG-TABLE PANEL JOINT

Ust tablayi ayaklar ile birlestirmek igin 5 mm sactan baglanti plakasi vardir. Masalarda 25
mm suntalam alt destek tablasi bulunmaktadir.

5 mm metal sheet plate is used for joining the leg to the table. There are 25 mm chipboard to
under the table as a support element.
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TEAR

Materyaller

Materials

KULLANILACAK MALZEME TURLERI
TYPES OF MATERIALS TO BE USED

Kumas segenekleri igin asagidaki butona tiklayabilirsiniz.

You can click the button below for fabric options.

MATERIALS & COLORS
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